
Moon Visions Lighting has developed a new, compact stainless steel transformer—perfect for 12V 

LED lighting.  Available with or without a timer, this 100W transformer is a user-friendly option 

for low voltage LED systems.  

New Transformers from Moon Visions Lighting 

MVX100–SS 

Shown with Astronomical Timer 

 UL 5085-2 & cUL Recognized components  

 100 Watt output model 

 304 Stainless Steel enclosure with No. 4 brushed finish  

 Removable door slides on and off for ease of entry 

 Above grade, NEMA 3R rated, rain tight enclosure: 10.75” x 5” x 4” 

 Timer Ready standard (for plug in timers)  

 Mounting plate and hardware included  

 Transformer Coils: High Efficiency, Flame Retardant, UL 94V0 Rating, 2.4VA Power Rating 

         120v primary, 12v secondary 50/60 Hertz/cycle (standard)  

 6 foot 18/3 SJT-WA weatherproof grounded power cord (120v)  

 Extra heavy duty (80 amp) terminal lugs 

 Manually resettable circuit breaker for overload and short circuit protection 



New Transformers from Moon Visions Lighting 

MVX-Hard Wire 

Series 

 UL 5085-2 & cUL Recognized components  

 100 Watt and 200W output model 

 304 Stainless Steel enclosure with No. 4 brushed finish  

 Removable door slides on and off for ease of entry 

 Above grade, NEMA 3R rated, rain tight enclosure: 5” x 7” 3.25” 

 Mounting plate and hardware included  

 Transformer Coils: High Efficiency, Flame Retardant, UL 94V0 Rating, 2.4VA Power Rating 

                   120v primary, 12v secondary 50/60 Hertz/cycle (standard)  

 Supplied with two 1/2" conduit (trade size) holes & one 1-1/2" inlet with plugs in bottom   

panel, plus 2 side panel 1/2" conduit (trade size) holes with plugs   

 


